
Casco: Sitting is a Verb Rietveld for (Un)usual business  

Instructions 
 

Tools - Hand drill (with bits), tape measure, set square, 
crowbar, chisel, hammer, clamp, sandpaper. 

Safety equipment - Gloves, sturdy shoes, goggles, dust mask.  

Follow these simple steps and remember building a chair 
requires patience and care but anyone can do it. Your workshop 
leader is there to help, so if you need them just ask. 

STEP 1: Find a partner - you will find that having someone on 
hand to help you will make each step quicker and easier. 

STEP 2: Choose your pallet and put your gloves on  

STEP 3: DISMANTLING AND DE-NAILING THE PALLETS 

Wearing gloves, remove each plank carefully using the crowbar 
and hammer provided.  Take your time as you need to make 
sure that all the planks of wood are kept intact. Gather all your 
planks together and place the wooden blocks in the pile in the 
corner. 

STEP 3: DE NAILING THE PLANKS 

Take care when using the hammer.  

Place each plank on one of the full pallets with the sharp end of 
the nails facing up. Hold it down securely tap out the nails far 
enough so that when you flip the plank over, you can easily 
lever out the nail. 

STEP 4: MEASURE AND MARK 

You will find the sizes of each component on the design on the 
wall of the gallery. Using the tape measure, set-square and 
pencil to mark them out on the wood. Mark and cut them one 
at a time. Take care to waste as little material as possible. 

Please note you will need four pieces for each back rest and 
seat (as opposed to the three you see in the diagram) 

 



STEP 5: SAWING  

Take care when using the saw 

Clamp your plank to one of the full pallets or the trestles so it is 
steady. Put any offcuts in the bin. 

 

STEP 6: ASSEMBLING  

 Collect all your components together and stack them in 
the right order.   

 Check you have everything you require for the 
construction including hand drill, drill bit, screwdriver bit, 
screws, sandpaper and spirit level.  

 Always drill pilot holes first before using screws. 

 Referring to the diagram on the wall drill pilot holes in the 
seat base components and screw them together. Four 
screws should be used on each component. 

 Take your time so you don’t damage the screw heads or 
the screwdriver bit.  

 Do the same with the back rails to form the backrest.  

 Once these two elements of the chair have been put 
together you will see your chair starting to take shape.  

 Next construct the two sides of the chair.  

 Attach the seat by screwing the seat rails into the sides of 
the chair. Ensure the top of the seat sits at the centre of 
the side panels (called rails on the disgram).  

 Attach the seat back  

 Attach the arm rests  

 Sand to finish 
 

Enjoy! 

	  


